Overview & Specifications

Overview and features

Overview Bring concepts to life, move quickly through proofing, make winning
presentations. With an excellent color gamut and consistent gloss, this
premium photo paper delivers accurate color and color stability in less than
one hour. Photo-realistic prints achieve over 80 years indoor display
permanence.[1] Available in a range of roll sizes, this FSC®-certified[2]
paper is designed together with Original HP inks to provide the ideal

solution for proofs and photos on HP Designjet T series printers.

Benefits e  Give your ideas a photo-realistic finish
e  Produce durable, long-lasting display prints
e  Gain versatility, reduce your environmental impact

Target customers Professional photographers, pre-press, graphic designers, repro houses,

and retail.

Target applications Ideal for graphic design and photography as well as CAD and GIS

applications such as posters and presentations, POP and retail displays,

Front panel settings

Roll dimensions
Media roll, core size
Brightness

U.S. page weight
Metric page weight
Opacity

Whiteness

Gloss level

Country of origin
Primary material

Recycling Method

Fade resistance

Lamination

More information

Operating temperature

Operating humidity
Drying time
Shelf life

Package weight

photo enlargements, proofing, and art reproductions.
ICC profiles/Paper presets

http://www.hp.com/go/paperpresets

Printing specifications
36 inx 75 ft
2in
Greater than or equal to 87% per 1ISO 2469 Test Method
76.11b
240 g/m?2 per ISO 536 Test Method
Greater than or equal to 93% per 1ISO 2470 Test Method
Greater than or equal to 99% per CIE Ganz 82 Test Method
Gloss per ASTM D-523 Test Method
Product of Switzerland
Wood fiber and Polyethylene
Incineration for energy production

Image permanence
http://www.hp.com/go/supplies/printpermanence
Finishing/post processing

Not applicable
http://www.hp.com/supplies/lamination

Operating conditions
59 to 95°F
20 to 80% RH
5 minutes (@ 23°C, 50% RH)
1 year, unopened in original packaging

Dimensions and weight

12.8 Ib



Warranty

HP large format printing materials are free from defects in materials and
workmanship. For warranty statement please see
http://www.hp.com/go/HPMediaWarranties. To obtain warranty service,
please contact HP customer support.

Footnotes

[1] On the HP Designjet 130 Printer series. Display permanence rating for
interior displays/away from direct sunlight, under glass by HP Image
Permanence Lab. For more information, see
http://www.hp.com/go/supplies/printpermanence.

[2]Trademark license code FSC-C017543.



