
Technical Specifications 
 

Media handling   

 

Printing material 

brightness 

Greater than or equal to 87% per ISO 2469 Test Method 

Fade-resistance 

note (indoor 

home or office) 

Display permanence rating for interior displays/away from direct sunlight, 

under glass by HP Image Permanence Lab and/or by Wilhelm Imaging Research, 

Inc. on a range of HP media. For more information, see 

http://www.hp.com/go/supplies/printpermanence. 

Opacity Greater than or equal to 93% per ISO 2470 Test Method 

Media types Paper 

Business unit 

compatibility 

HP Designjet 

Core size 50.8 mm 

Roll dimensions 1067 mm x 30.5 m 

Media finish Gloss 

Printing material 

flexibility 

Flexible 

Whiteness Greater than or equal to 99 per CIE Ganz 82 Test Method 

Media family Paper 

Printing material 

thickness 

0.248 mm 

Fade-resistance 

(indoor home or 

office, dye ink) 

80+ years away from direct sun using Original HP 84 and 85 Inks 

Printing material 

weight 

240 g/m² per ISO 536 Test Method 



Printing material 

gloss level 

Gloss per ASTM D-523 Test Method 

Shelf life 1 year, unopened in original packaging 

Printing material 

dry time 

5 minutes (@ 23°C, 50% RH) 

Primary material Wood fiber and Polyethylene 

Printing material 

thickness 

9.8 mil/248 microns per ISO 534 Test Method 

Printing   

 

Retail only flag No 

Print system 

value 

HP printers, Original HP ink supplies, and Original HP printing materials are 

designed to work together as a system to provide uncompromising image 

quality, consistency, performance, durability, and value—every time. 

Compliance info 
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Standards 

Environmental certification FSC 

Environmental info 
 Top 

 

 

Miscellaneous 

Recycling method Incineration for energy production 

Relative humidities 

Storage humidity 5 to 95% RH 

Operating humidity range 20 to 80% RH 

https://h20375.www2.hp.com/portal/site/smartportal/template.PAGE/menuitem.8d86492e10d21b03cd23581086daa8f0/?javax.portlet.tpst=a09e7bd0ee90bc37d7681667f8039e01&javax.portlet.prp_a09e7bd0ee90bc37d7681667f8039e01=wsrp-navigationalState%**&javax.portlet.begCacheTok=com.vignette.cachetoken&javax.portlet.endCacheTok=com.vignette.cachetoken#tabs
https://h20375.www2.hp.com/portal/site/smartportal/template.PAGE/menuitem.8d86492e10d21b03cd23581086daa8f0/?javax.portlet.tpst=a09e7bd0ee90bc37d7681667f8039e01&javax.portlet.prp_a09e7bd0ee90bc37d7681667f8039e01=wsrp-navigationalState%**&javax.portlet.begCacheTok=com.vignette.cachetoken&javax.portlet.endCacheTok=com.vignette.cachetoken#tabs


Temperatures 

Operating temperature range 15 to 35°C 

Storage temperature range -5 to 45°C 

Physical size & weight info 
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Dimensions 

Pallet dimensions (W x D x H) 1200 x 800 x 982.22 mm 

Minimum dimensions (W x D x H) 139.7 x 139.7 x 1092,2 mm 

Package dimensions (W x D x H) 139.7 x 139.7 x 1092,2 mm 

European pallet dimensions (W x D x H) 1200 x 800 x 982.22 mm 

Packaging 

Count of carton in pallet 30 

Product count per unit 1 

Quantity per pallet 30 

Quantity per European pallet 30 

Master or single cartons per layer (European pallet) 5 

Stacking number for pallet 2 

Count of layers in pallet 6 

Weights 

Weight 7.67 kg 

Pallet weight 295.29 kg 

https://h20375.www2.hp.com/portal/site/smartportal/template.PAGE/menuitem.8d86492e10d21b03cd23581086daa8f0/?javax.portlet.tpst=a09e7bd0ee90bc37d7681667f8039e01&javax.portlet.prp_a09e7bd0ee90bc37d7681667f8039e01=wsrp-navigationalState%**&javax.portlet.begCacheTok=com.vignette.cachetoken&javax.portlet.endCacheTok=com.vignette.cachetoken#tabs


Package weight 8.85 kg 

Pallet weight 295.29 kg 

 


